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Power supply cables

CONNECTOR CABLES FOR 4" FRANKLIN MOTORS

Model Code Description
CS.3WF-1,5 081510020 1,5 m cable connector (4x1,5 section, up to 1,1 kW)
CS.3WF-2,5 081510021 2.5 m cable connector (4x1,5 section, above 1,1 kW) — =
CS.3WF-15 081510024 15 m cable connector (4x1,5 section)
CS.3WF-30 081510026 30 m cable connector (4x1,5 section)

CONNECTOR CABLES WITH PUMP PROTECTOR DRP FOR 4” FRANKLIN SINGLE-PHASE PSC H3F MOTORS

Model Code Description
CS.3WF-1,5.DRP (1,1 kW) 081510102XF 1,5 m DRP cable connector (4x1,5 section, up to 1,1 kW) — _—u.
58 CS.3WF-2,5.DRP (1,5 kW) 081510103XF 2,5 m DRP cable connector (4x1,5 section, 1,5 kW)
CS.3WF-2,5.DRP (2,2 kW) 0815101042XF 2,5 m DRP cable connector (4x1,5 section, 2,2 kW)

CONNECTOR CABLES WITH PUMP PROTECTOR DRP FOR 4" FRANKLIN THREE-PHASE HTF MOTORS

Model Code Description
CS.3WF.T037.DRP 081510181 2 m DRP cable connector (4x1,5 section, 0,37 kW)
CS.3WF.T055.DRP 081510183 2 m DRP cable connector (4x1,5 section, 0,55 kW)
CS.3WF.T075.DRP 081510185 2 m DRP cable connector (4x1,5 section, 0,75 kW)
CS.3WF.T110.DRP 081510187 2 m DRP cable connector (4x1,5 section, 1,1 kW) - )
CS.3WF.T150.DRP 081510189 3 m DRP cable connector (4x1,5 section, 1,5 kW) __L-.
CS.3WF.T220.DRP 081510191 3 m DRP cable connector (4x1,5 section, 2,2 kW)
CS.3WF.T300.DRP 081510193 3 m DRP cable connector (4x1,5 section, 3 kW)
CS.3WF.T400.DRP 081510195 3 m DRP cable connector (4x1,5 section, 4 kW)

Cables per meter

PRICE PER METER OF CUSTOMIZED LENGHT CABLES

Model Code Description | W (kg/m) Model Code Description |W (kg/m)
HO7RNF - 3x1 mm? 081510001 | Section 3x1 mm? 0,1 HO7RNF - 4x1 mm? 081510010 | Section 4x1 mm? 0,13
' HO7RNF - 3x1,5 mm? 081510002 | Section 3x1,5 mm? 0,13 HO7RNF - 4x1,5 mm? 081510011 | Section 4x1,5mm? | 0,17
HO7RNF - 3x2,5 mm? 081510003 | Section 3x2,5 mm? 0,20 HO7RNF - 4x2,5 mm? 081510012 | Section 4x2,5 mm? | 0,24
HO7RNF - 3x4 mm? 081510004 | Section 3x4 mm? 0,28 HO7RNF - 4x4 mm? 081510013 | Section 4x4 mm? 0,34

Model Code Description | W (kg/m) Model Code Description |W (kg/m)
HO7 - 3x1 mm? WRAS 081510001D | Section 3x1 mm? 0,1 HO7 - 4x1 mm2? WRAS 081510010D | Section 4x1 mm? 0,13
HO7 - 3x1,5 mm? WRAS 081510002D | Section 3x1,5mm? | 0,13 HO7 - 4x1,5 mm? WRAS 081510011D | Section 4x1,5mm? | 0,17

*3x4 and 4x4 size minimum lenght required: 100 m

Manpower for customized lenght cable with junction

Package and transport costs for customized lenght cable listed separately.
Assembly of hydraulic part, motor and cable, test



ACCESSORIES

Heat-Shrink kit

Model Code Description
KIT GTR1 081505010 Heat-Shrink connection kit for 1-4 mm? motor cable
KIT GTR2 081505015 Heat-Shrink connection kit for 6-10 mm? motor cable

Guide for the selection of the correct size and lenght of the cable:

2-WIRE & PSC SINGLE-PHASE - 1X220-240 V~, 50 HZ

kW HP A 3/4 x 1 mm? 3/4 x 1,5 mm? 3/4 x 2,5 mm? 3/4 x 4 mm? 3/4 x 6 mm? 3/4 x 10 mm?
0,25 0,33 28 93m 140 m 232m 370m 553 m -
0,37 0,5 33 79m 119 m 197 m 314m 470 m 776 m
0,55 0,75 44 60 m 89m 148 m 236 m 352m 582m
0,75 1 58 45m 68 m 112m 179 m 267 m 442 m
1,1 1,5 77 2m 48m 80m 128 m 191 m 316 m
1,5 2 10,5 - 37m 62m 9m 148 m 244 m
22 3 14,8 - 25m 42m 67 m 100 m 166 m
THREE-PHASE - 3X380-415 V~, 50 HZ
kW HP A 4 x 1 mm? 4 x1,5 mm? 4 x 2,5 mm? 4 x 4 mm? 4 x 6 mm? 4 x 10 mm?
0,37 05 1,7 381m 571 m
0,55 0,75 18 360m 540 m 897 m
0,75 1 2,6 249 m 374m 621m
1,1 1,5 36 180 m 270 m 448 m 715m -
1,5 2 46 141m 211 m 351m 560 m 835m
2,2 3 54 106 m 159 m 265m 422m 630m
3 4 7.2 79m 118m 197 m 314m 469 m 774 m
4 55 98 96 m 160 m 255m 380m 628 m
55 75 12,6 68 m 114m 181 m 211m 47 m
75 10 17,6 88m 141m 210m 348 m
THREE-PHASE - 3X220-230 V~, 50 HZ
kW HP A 4 x 1 mm? 4 x 1,5 mm? 4 x 2,5 mm? 4 x 4 mm? 4 x 6 mm? 4 x 10 mm?
0,37 05 29 129 m 193 m 320m 510m 762m
0,55 0,75 3,1 120m 180 m 300m 477 m 713m
0,75 1 45 83m 124 m 206 m 329m 491m 811m
11 1,5 6,2 60m 90m 150 m 239m 356 m 588 m
1,5 2 8,0 47m 70m 116 m 185 m 276 m 456 m
2,2 3 9,3 55m 91m 145m 217m 358 m
3 4 12,5 41m 69m 110m 164 m 270 m
4 55 17,0 54m 86m 129 m 212m
55 75 218 38m 60m 90m 149 m
+ Voltage drop: AU = 4% + Cos® = 0,99 for single-phase motor - Cos® = 0,80 for three phase motor + Cable specific resistance: r = 0,0178 Q mm2/m « Inductive resistance: Xl = 0,078 3 10-3 [Q/m]
+ Environmental temperature: 30°C - In case of specific installation or for a precise cable selection the following calculation is recommended:
+ U = Nominal Voltage [V] * AU = Voltage drop [%] | = Current [A]
+ a = Coefficient 2,0 for single phase motor - Coefficient 1,73 for three phase motor L U X au [m]

+ Cos® = Power parameter ¢ r = Specific resistance [Qmm2/m]
+ g = Cable conductor section [nm2] « XI = Inductive resistance [Q/m]

"1 X ax 100 X (cosb & + Vi-cosih x X)
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pump Innovation

Electric panel made of:

Casing material in thermoplastic, ON/OFF illuminated
switch with anti-humidity protection, thermal switch for
motor protection, start and run capacitor, terminal box,
cable glands, power supply cable, mounting accessories.

Technical Specifications

Over-sized thermoplastic casing
Power inlet 1x230 V +10% 50Hz

Start and run capacitor included

Degree of protection: IP 55

1,5 m cable with European plug
Standard: IEC 60439-1:2010

Inlet for connection to pressure switches or floats

Over-sized terminal box

Manually resettable amperometric protection cut-off

Cable glands of 3 different sizes
Rated ambient temp.: from -10°C to +40° C
Size (cm): 23,8 x 19x 9

ACCESSORIES

CBO FOR PSC SINGLE-PHASE OIL-COOLED MOTORS

Power Amperometric Capacitor | Weight
Model Code protection

kW | e IN] [WF] [kal
CBO0.037 082515041 0,37 4 20 0,7
CBO0.055 082515059 0,55 5 25 08
CBO0.075 082515079 0,75 7 35 08
CBO.110 082515114 11 10 40 08
CB0.150 082515154 15 12 60 09
CB0.220 082515224 22 18 80 1

CBH FOR PSC ENCAPSULATED SINGLE-PHASE WATER-COOLED MOTORS

Power Amperometric Capacitor | Weight
Model Code protection

kw o NI [WF] [kal
CBH.025 082515028 0,25 4 125 08
CBH.037 082515040 0,37 4 16 08
CBH.055 082515058 0,55 5 20 08
CBH.075 082515078 0,75 7 35 08
CBH.110 082515113 11 10 40 08
CBH.150 082515153 15 12 50 1
CBH.220 082515223 22 18 70 11
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DOMINO-UP - Electronic panel for direct start-up of one single-phase or one three-phase

motor with cos® control and minimum current

Technical Specifications

9 Over-sized thermoplastic casing

Power inlet 1x230 V £10% 50Hz

Power inlet 3x380 V +10% 50Hz

Degree of protection: IP 55

Standard: IEC 60439-1:2010

Rated ambient temp.: from -10°C to +40° C

2 inputs multi-contact float/pressure switch (NO) (in low voltage)

Over-sized terminal box

Cable glands of 6 different sizes

Main switch with door interlock

AUTO-0-MAN buttons (manual temporary)

LED interface for automatic and manual operation
ZDS o Motor output: relay (single-phase)/contactor (three-phase)
Contact output for alarm

L]
" Start and run capacitor predisposition for single-phase (not included)
Self-learning of motor data
Multifunction display with command keys and display of electrical parameters/
voltage/motor current/cos®/alarms
Protection fuses
Keyboard adjustable motor overload protection
Dry running protection from minimum current or cos®
Min/max voltage protection
Motor protection for incorrect phase sequence
Automatic restore from dry running
Push-buttons to restore protections
v Power Current Size (mm) Weight Casing
Model Code
50/60 Hz kW Hp Nx[range]A | Height | Lenght Width [kal Type
DOMINO-UP-M/3 082515401 | 1~230V | 0,37+22 0,5+3 1x [2+16] 340 240 170 1,5 ABS
| DOMINO-UP-T/0 | | 082515402 | 3~400v | 05575 | 075+10 | 1x[2+15] | 340 | 240 | 170 | 25 | ABS |
Model Code Capacity uF Tension (V)
12,5 pF capacitor 000010012 12,5 450
i oa 16 pF capacitor 000010016 16 450
= 4‘% 20 pF capacitor 000010020 20 450
' 25 uF capacitor 000010025 25 450
35 uF capacitor 000010035 35 450
40 pF capacitor 000010040 40 450
50 uF capacitor 000010050 50 450
60 uF capacitor 000010060 60 450
70 pF capacitor 000010070 70 450
80 WF capacitor 000010080 80 450




ACCESSORIES

Re-Start&Go

5

Re-Start&Go

Electronic device for direct start, stop and protection of the pump against dry running. It keeps a constant working
flow, thanks to the inner sensor and start up adjustable pressure switch. The water movement or the pressure
decreasing (down the 1,5 bar factory adjustable value) starts the motor. In case of dry running, the Re-Start&Go
tries up to 9th automatic restarts attempts in programmed schedules time. The last attempt is set every two hours
without a maximum limit.

TECHNICAL SPECIFICATIONS

Outlet diameter @ = 1"

Manual start switch (RESET)

Information led: POWER, ON (running), FAILURE
Degree of protection: IP 65

Maximum working temperature: 60°C
Factory set starting pressure value 1,5 bar (adjustable 1,5-3 bar)
Max working pressure: 8 bar

Manometer included

Voltage: 220/240V (50/60Hz)

Working: single-phase

Max load: 1,1 kW

Flexible steel pipe

Flexible steel pipe, suitable for use in drinking water and perfect for sumbersible pump installation. Recommended to
avoid excessive vibrations or frictions on the pipelines. Inlet/outlet: f-f

Screen Filter
Plastic screen filter with replaceable cartridge for wide range of filtration applications.

TECHNICAL SPECIFICATIONS

Casing material: polypropylene body, EPDM gaskets
Screen Type: Inox 100 mesh
Inlet/outlet: 1” BSP threads, male/male
Max working pressure: 10 bar (145 PSI)
Filtering capacity: 6 mh
Cartridge @: 50 x 150 mm
Replacement cartridge
Model Code Description
Kit Re-Start 082515301 Kit made of Re-Start&Go, Flexible steel pipe and Screen filter.
Model Code Voltage Working | Maximum load 1 T D LA
pressure (bar)
PRC 082515105 | 220/240V (50/60Hz) | Single-phase 1,1 KW 8 bar
Re-Start&Go
Model Code Casw!g Screen Inlet/ | Maximum working F|Iter||:|g Cartridge @
material Type outlet pressure capacity
1” Screen Polypropylene body, .
Filter 082515106 EPDM gaskels Inox 100 mesh | 1"m-m 10 bar (145 PSI) 6 m’h 50 x 150 mm
Replacement Polypropylene ) ) 5
Cartridge 082515107 cartidge frame Inox 100 mesh 6m’h 50 x 150 mm
Model Code Description
Flexible steel pipe 081505064 Steel braided flexible pipe, WRAS app@ved, suitable for the installation of submersi-
ble pumps, domestic hot and cold water, etc..




ACCESSORIES pump innovation

KIOS Kit

The Kios Kit is a cooling sleeve normally used to ensures the proper cooling of the 4” submersible pump. It can be installed in vertical or horizontal position. The KIOS
kit can be set on any surfaces and it features comfortable handles for easy carrying. It comes with an oversized filter to avoid blockage by leaves, small stones or other
impurities. It is recommended in all those applications where the required cooling flow to the motors is not guaranteed: water flowing through the Kios Kit will guarantee
a better operation of the motor, as it allows the dispersion of the heat generated by its normal functioning.

APPLICATIONS COMPONENTS MATERIALS
- Boreholes with diameter bigger than 4” Filter Stainless Steel Aisi 304
- Tanks, harvesting tanks, collection tanks, reservoir, lakes, irrigation channels. Pipe Polyethylene
- If the submersible pump is installed below the incoming borehole’s flow of water. _— Siainess Stecl Als| 304
- When a large number of solids and impurities are in the borehole. andies ainiess steel Aisi
Gasket SBR
KIOSKIT 1 KIOSKIT 2
Model Code Lenght Heigth Width Weight Model Code Lenght Heigth Width Weight
KIOSKIT 1 081190010 600 mm 180 mm 140 mm 14kg KIOSKIT 2 081190015 | 900 mm 180 mm 140 mm 23kg
Compatible with: kw Compatible with: kW
QPGO - Plug&GO.Evo upto 1,1 kW QPGO 1,5kW
ZDJet upt0 0,75 kW ZDJet 1,1 kWand 1,5 kW
PIX.03 - 03 upto 1,5kW P/X.03 - 03 22KW
P/X.H3F - H3F upto 2,2 kW oT 4 KW and 5,5 Kw
PIX.OT - OT - PIX.HTF - HTF up to 3KW HTF 4KW, 5,5 kW and 7,5 kW




alN

ZDS
o ACCESSORIES

Mechanical pressure switch Telemecanique

Mechanical pressure switch to automatically adjust start and stop of the submersible pump.

Technical specifications:

- Ambient air temperature for operation: from -25° C to +70° C
- IP degree of protection: IP 54

- Maximum power: 1,5 kW

- Outlet @: Y4 G-F

Model Code Telemecanique Working Settings Contacts Entry
code (bar)
PRV0-6 082515099 | XMPA06B2131 |Single-phase 0-6 2 NC snap action 1,5kW/ 11A 2 entries PG 13,5
PRV6-12 082515100 | XMPA12B2131 |Single-phase 6-12 2 NC snap action 1,5 kW / 11A 2 entries PG 13,5

Manometer

Manometer to measure hydraulic pressure. Vertical, horizontal or sidelong installation.

Model Code Working range Diameter Connection Casm_g
(bar) (mm) material
MANO-6 082515117 0-6 (precision 2,5) 63 Radial %+’ ABS
MANO-12 082515116 0-12 (precision 2,5) 63 Radial ¥4’ ABS

Press tanks GWS

Single diaphragm design - Internal polypropylene capsule - Water inlet connection in stainless steel - Certificate NSF
Standard 61, CE/PED, WRAS, ACS, GOST - Does not require any maintenance - Shell: carbon steel internally coated with
powder for alimentary purposes - Fixed membrane: butyl, for alimentary purposes

Code |Capacity| Diameter | Height | W. | Connections| Max working

- Model Price | Code e m o - B - pressure
PRESS TANK 2 481500002 | PWB 2 127 183 1 1"G 10 bar
PRESS TANK 8 481500008 | PWB 8 203 314 26 1"G 10 bar
ﬂ PRESS TANK 18 481500018 | PWB 18 280 368 43 1"G 10 bar
PRESS TANK 60 481500060 | PWB 60 388 730 123 1"G 10 bar
- PRESS TANK 100 481500100 | PWB 100 431 804 18,9 1"G 10 bar
PRESS TANK 200 481500200 | PWB 200 450 1060 35 1"G 10 bar

PRESS TANK 300 481500300 PWB 300 450 1520 48 1"G 10 bar
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Protection anode for 4” oil-cooled ZDS motors

Corrosion protection anode for 4” oil-cooled ZDS motors, manufactured with an alloy suitable for contact with
drinking water. It can be easily fit to the lower extremity of ZDS motors to protect them from corrosion in the
presence of irregular currents or particularly aggressive waters, greatly increasing the life of the motor components.

Model Code

Anode for 4” ZDS oil-cooled motors 081505059

65

Wessoclean - Ecological well regeneration

Product suitable for periodic cleaning of the well, which easily removes from the submersible pump the common
incrustations, restoring the correct water quality.

b EASY TO USE:

1. Open the well

| S 2. Pour WESSOCLEAN AQUA Typ 1 into the well
EFORE 3, Wait for 12 hours

________ 4.Pump WESSOCLEAN AQUA Typ 1 out of the well

N No heavy equipment is required and the pump can stay inside the well.

g J___i,u

{_"-F T‘_:_ R Model Code Description Weight

(INNER TUBE)

Suitable to clean from: iron-oxides, manganeseoxides, lime,
biofilms. All clogging in the well, in the filter gravel and the
WESSOCLEAN AQUATYP 1 081505063 surrounding soil is dissolved within 12 hours. 4kg
4 kg dissolved in a 4" borehole treat a water column of 10 m
circa (80 | circa).







TERMS AND CONDITIONS - SALE OF GOODS ZDS

1. Application.

These Terms and Conditions shall apply to the purchase of goods (hereinafter also the “Goods”) by the client (“Buyer”), manufactured and marketed by ZDS S.r.l., a company registered in Italy under number
1IT04141260283, whose registered office is at Via Grecia 8, 35127 Padua (hereinafter the “Seller” or “ZDS"). Any offer, order confirmation and delivery made by the Seller shall be regulated by these Terms and
Conditions, unless agreed differently in writing between the Buyer and the Seller.

2. Finalization.

The sale shall be considered completed when the Buyer’s order for Goods is confirmed in writing by the Seller. The orders shall be considered completed if accepted in writing by the Seller, and only if containing the
necessary information to identify the Goods; it is understood that the Seller reserves the right to accept or refuse the Buyer's order at its unquestionable discretion.

If the Buyer orders by phone, the order is considered accepted when (a) the order confirmation is signed by the Buyer, (b) the order confirmation is accepted by the Buyer by e-mail, sms, whatsapp or similar, (c) the
order confirmation is accepted by the Buyer by telefax. Possible cancellations or changes of the order made by the Buyer, will not have effect if not previously authorized or subsequently approved in writing by the
Seller. The execution of this sales agreement conventionally takes place at the Seller’s place.

3. Delivery terms.

Unless otherwise agreed in writing, delivery terms will be agreed on the order confirmation on a case-by-case basis referring .

All the dates indicated as delivery terms, are to be considered as purely indicative. Any eventual delay on the delivery, shall not give the Buyer any right to cancel the order or to claim compensation for any kind of
damage, and ZDS will not be liable for any costs caused by the delayed delivery. By accepting a delayed delivery, the Buyer waives in any case for any claim in relation to the delay. Any possible interruptions in the
manufacturing arising with regards to force majeure, will cancel any responsibility of the Seller for the delay, which has the right to withdraw from the contract without the Buyer to be entitled to any payment in
compensation. If the delivery fails for any responsibility of the Buyer, the Seller shall charge him an amount as payment for the transport and stock costs incurred. If the Goods (i) are delivered with broken or lifted
seal, (ii) are of a different quantity from the shipping document, (iii) have tampered boxes/pallets, the Buyer:

1-shall accept the Goods with reserve, has to write this on the shipping document, has to inform the carrier,

2 - must inform the Seller in writing within 8 (eight) days from the delivery and must check the Goods within 8 (eight) days from delivery.

4. Prices.

Unless otherwise agreed in writing, the Seller's current pricelist will be applied to every order confirmation. The specified prices shall be net; any applicable value added tax, shipping, customs clearance, insurance,
packaging, etc. shall be added at the rate applicable and borne by the Buyer. In case of delayed delivery of the Goods due to the Buyer's responsibility, any price increase occurred after the order confirmation will be
charged to the Buyer. The Buyer, whether reselling the products, undertakes not to apply a lower price than the one paid for purchasing the Goods from the Seller. In case of breach of undertakings, as a penalty under
art.1382 of the Italian Civil Code, the Buyer shall pay the Seller an amount equal to the value of goods (as indicated in the invoice) without prejudice to any greater damages.

5.Payment terms.

Unless otherwise agreed in writing, the payment of the Goods will be made by advanced bank transfer. The payment shall be notified by forwarding to the Seller the bank receipt via e-mail or telefax. Without the bank
receipt the Seller shall suspend any further deliveries to the Buyer and cancel the pending orders from the Buyer after 30 days from order confirmation.Term payments shall be made at the due date indicated on the
relevant invoice, without deduction.In any case it is understood that the payment takes place at the Seller's domicile in Padua, Italy.

6. Non-payment.

In case of non-payment or partial payment, the Seller has the right to suspend the production and the shipment of the Goods until the payment in full is received. On the contrary the Seller has the right to terminate
the agreement, without prejudice to any greater damages.

7. Limitation and delayed payment.

For any reason the Buyer shall not be entitled to suspend or to delay the payment of the Goods, or to raise any objection before the payment of the Goods' is supplied in full. In case of delayed payment, the Seller has
the right to receive the total amount of the invoice (without any deducted discounts), together with the default interest as a penalty under art.1382 of the Italian Civil Code, without prejudice to any greater damages.
In any case the Seller has the right to terminate the agreement for the Goods not yet delivered or to delay the current order process, upon the settlement of any outstanding debit position.

8. Seller’s withdrawal.

The Seller has the right to withdraw the agreement at any time and at its unquestionable judgement, or to require any guarantees to execute it, if any change in the solvency or liquidity positions of the Buyer happens
(inability, dissolution or conversion, amendments of the Buyer, suspension of payments, insolvency proceedings, protests, etc.), without prejudice to any greater damages.

9. Claims and warranties.

ZDS products and electronic devices are tested before delivery, in order to guarantee their longer lifetime and a full service for customers. The warranty on ZDS products covers manufacturing and materials defects.
The warranty period starts on the date of purchase, proved by purchase documents within 24 months. For goods supplied through intermediary or distributor, the warranty period of 24 months shall commence on the
effective date of purchase by the final Buyer (proved by purchase documents), up to maximum 48 months beginning from the date of manufacture. For the ZDS complete submersible pumps from series QPGo, ZDJet,
Plug&Go.Evo, P/X.03, P/X.0T (all versions), the warranty period is extended to 36 months from the date of purchase, proved by purchase documents. Franklin products are covered by Franklin warranty of 24 months
from purchase date, proved by purchase documents. In the absence of the purchase document, the warranty is limited to 30 months from the date of product manufacture.In case of warranty request the Buyer shall
proceed as described below. It is necessary to fill up the "Warranty application form" which can be found inside the product box, and forward it where the product was purchased, within 8 days since the discovery.

As an alternatve the "Warranty application form" can be filled online at the address www.zdsgroup.com/en/report. It is mandatory to forward the form together with a copy of the purchase document of the claimed
item. The reseller can directly solve the claim or can forward the form, with the referred purchase document, to ZDS (or can fill it online at the address www.zdsgroup.com/en/report). ZDS will instruct its service point
to assist the Buyer or to authorize the return shipment of the claimed product. In case of authorized return shipment, it is normally expected that the claimed product is sent back complete and properly packed by the
Buyer to the purchasing point. The replacemente with a new product or the eventual reparation, will take place only after ZDS technical inspection. In case the claimed item is reported by ZDS technical inspection as
not defective and therefore it is working, the costs for the general control will be charged in the final balance. After the ZDS technical inspection and the communication of its results to the customer, the inspected
material will be mantained at the client's disposal up to maximum 6 months. Once 6 months have expired without any feedback from the customer, the inspected material will be disposed.

All transport costs are generally at Buyer's expences. The warranty is not valid in the following situations:

- not compliance between the received product and the information given on the "Warranty application form";

-in case the product has bee tampered, disassembled or is incomplete of some parts;

-when damages are caused by incorrect transport condition, and the transport has been carried out by the Buyer;

-when damages are caused by not closely following the product use and installation instructions;

-in case the installation has not been carried out by qualified and expert technician;

- in case of wrong electrical connections or wrong hydraulic installations;

- when damages are caused by incorect size of the power supply cable's extension;

- if the application is not included in the technical specifications;

- if the product is used with liquids other than those referred, and so incompatible with its construction materials;

- if the product is used with an excessive quantity of sand or other foreign bodies in the liquid;

-when damages are caused by galvanic currents;

- if the product is damaged by inappropriate or non authorized devices, such as frequency converter or power generators;

-when non authorized technical modifications are made on the product;

- if the system's electrical or hydraulic features are not suitable to the product;

- if electrical protection is insufficient;

- to normal material damages overtime;

-in case of incorrect or excessive use of the product;

- in case of wrong technical choice of the product;

- if the installation doesn't follow existing standards;

- in case of natural events or disasters (fires, lightning, etc..).

In case the warranty is granted, ZDS will repair or replace the defective product as soon as possible. No warranty is valid when products are new, never installed before and still in the original packaging. The warranty
never includes the possibility of compensation. The granting of the warranty does not give the right to ask for direct and indirect damages caused by ZDS products. Any problem related to the warranty does not
authorize the client to suspend contractual obligations.

10. Returns.

Goods may not be returned without the prior written agreement of the Seller, and without its authorisation number marked on the shipping document and on the external packaging. In any case the returned Goods
must be intact and must be returned with appropriate packaging. The Seller shall inspect the returned Goods to ascertain the existence of the defect and its responsibility and only then will replace the Goods
considered defective. Goods returned without any authorisation shall not allow the Buyer to issue a debit note. In any case, costs and risks of Goods’ returning are borne in full by the Buyer.

11. Seller’s responsibilities’ limitation.

The Seller's warranties and responsibilities shall be limited to the ones established by these Terms and Conditions, except as provided by mandatory and not derogated rules beyond the control of the parties. Without
prejudice to cases of intent and/or gross negligence, in any case the Seller shall not be liable for any loss or damages of any nature, direct or indirect, including any loss of profits or consequential damages suffered or
incurred by the Buyer for whatever reason. In any case, the Seller's overall maximum responsibility of each supply can never exceed the value of the supply (cost of the products).

12. Privacy, ban of disclosure, industrial and intellectual property rights

The Buyer undertakes to consider all the data, documents, materials and information, in whatever form and on whatever medium, received or obtained by the Seller, as strictly private and confidential and of exclusive
property, physical and intellectual, of the Seller. The Buyer is committed to take all necessary measures not to damage the Seller and not to affect the confidentiality and secrecy of the above mentioned data,
documents, materials and information. These information include past, current and future activities regarding the company, the research, the development, the commercial activities, non-commercial activities, the
products, the services, the technical knowledge, but also information on clients, projects, plans, organization and business projects. The Buyer shall be prohibited to disclose and communicate in any way all the
information received by the Seller. The confidential information and knowledge shall not be in full or in part copied or reproduced, if not for business requirements closely related to the Goods’ purchasing.

The technical data, performance details and characteristics stated in all ZDS official documents refer to indicative and non-binding data. ZDS reserves the right to amend the documentation without prior notice.

At any time ZDS reserves the right to make changes to the products, design, construction or composition of the products, or the materials or equipment used in the products, whenever it should be considered necessary,
without prior notice to the Buyer.

13. Fortuitous event and majeure force.

The Seller shall be liable for any failure or delay in performing their obligations towards the Buyer, where such failure or delay results from any cause that is beyond its reasonable control or in any case due to fortuitous
event or majeure force.

Such causes include, but are not limited to: missed or delayed delivery of raw materials from suppliers, strikes and other industrial actions, terrorism acts, power failure, transport difficulties or any other event that is
beyond the control of the Seller.

14. Law and jurisdiction.

These Terms and Conditions are ruled by 1980’s Vienna Convention on the international sale of goods.

Italian Civil Code will be applied for matters outside Vienna Convention.

Any dispute, controversy, proceedings or claim between the Seller and the Buyer, relating to these Terms and Conditions shall fall within the jurisdiction of the court of Padua.

As an alternative the Seller has the right to appeal to the Buyer's court.

Only in respect to debt recovery, the Seller has the right to proceed with enforceable European order for payment if the Buyer is registered in any of the European Union State.
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